
 

 

 

Bill of Quantities – Structural Repair – Composite Fibre Wrapping 

SI 
No Description Unit 

1 Surface Preparation 
Grinding the surface to make it smooth and free from all protrusions by 
mechanical cup grinder. The rate to include Material, Labour, Tools and Tackles, 
all complete. 

M2 

2 Epoxy Primer 
Supplying and applying single coat of La StrucWrap Primer (after mixing two 
component thoroughly by a slow speed stirrer) by using a brush/roller after 
thorough mixing. The rate to include Materials, Tools & Tackles, Labour all 
complete. 

M2 

3 Epoxy Putty 
Supplying and applying for rendering with thin Epoxy Putty over La StructWrap 
primer to further smoothen the surface, making it free from pin holes/blow holes, 
imperfection at edges etc. as per manufacturer's specification. (Rate as per 
measurement on gross area.) 

M2 

4 Glass Fibre Wrapping with Saturant 
Supplying and applying single coat of La StrucWrap Epoxy Saturant and 
wrapping a single layer of La StrucWrap EP(GF) glass fibre cloth of required GSM 
as per design confining the damaged columns and ensure good bonding with 
the substrate without any warping or air gaps. The direction of the Glass Fibre 
should be at right angle to main reinforcement of the column. Apply 2nd coat of 
StrucWrap  saturant on the glass fibre when the 1st coat is still wet. 

M2 

5 
Sprinkle dry coarse sand on the 2nd coat of Saturant when it is still wet. (Dry & 
coarse sand has to be provided free of cost at site 

M2 

 

  


