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WATERPROOFING

DecFlex PU

Uses

La DecFlex PU is a single component premium liquid applied 
Polyurethane elastomeric waterproofing high performance  
constructive grade membrane coating for concrete. The 
system comprises of a single layer primer followed by top 
coat. It is primarily engineered to give superior water proofing 
protection to virtually all substrates. It reacts with moisture in 
the atmosphere and forms an impervious, elastomeric 
membrane that resists water, oil, fuel and other common air 
pollutants. It is an advanced state-of-art waterproofing system 
and offers tangible, cost saving benefits over conventional 
waterproofing systems.

It is based on anionic elastomeric hydrophobic, UV stable 
polyurethane resin plus special inorganic fillers, which result in 
excellent Mechanical, Chemical, Thermal resistance 
properties.

Surface Preparation
All surfaces which are to receive the coating must be free from 
Oil, Laitance, Grease, Wax, Dirt or any other form of foreign 
matter which might affect adhesion.

Typically concrete surfaces can be cleaned using high 
pressure water jet or grit blasting or by proper wire brushing.
Spalled surfaces or those containing large blow holes, cracks 
and other such defects should be repaired using La Greens 
Products.

For best result the surface should have moisture content of 
not more than 5%. New concrete structures need to be dry for 
at least 28 days.

Cracks in concrete to be repaired using suitable crack/joint 
filling compound. 

Mixing
Mixing procedure of all single component  primer systems is 
strictly using electrical operated medium duty slow speed 
drilling machine using appropriate mixing paddle. 

Avoid any dilution at site.

Priming
On porous substrate of concrete, La Flex PU Single 
component flexible primer is recommended for good 
bonding properties. 

La DecFlex PU has excellent bonding with many substrates 
and a primer is recommended for porous surfaces. This 
ensures chemical bonding as coating penetrates deeply into 
the substrate, seals it and adheres well. Allow the primer to 
(min. 08-10 hrs) dry before application of topcoat.

Application of Top Coat
Mix and apply top coat of La DecFlex PU system in multiple 
coats on the primed surface as per desired thickness. The 
entire quantity as per specification guideline has to be roller / 
spray applied. Allow the coating to dry and fully cure before 
application of top screed. The coating drying time can be 
08-10 hrs depending upon the atmospheric temperature and 
relative humidity at the time of application.

Curing
The coating system will achieve its properties after full curing 
and the coating hardens after 5-7 days till then the system 
should not be disturbed. The curing process depends on 
atmospheric humidity and temperature. Avoid application in 
peak monsoon seasons.

Protection Screed 
Use Geo-textile over cured La DecFlex PU as protection layer 
before concrete screed is laid will help abuse of the cured 
system.

High Performance Constructive Grade Polyurethane
Waterproofing Membrane

Excellent weather resistance

Flexible under extremes of temperature without cracking

Excellent mechanical properties

Anti Root property

Good chemical resistance

Low water absorption

Water vapour transmission: The film breathes so there is no 
accumulation of humidity under the coat.

Excellent bond strength

Concrete Roof

Balconies

Podium Slabs

Any below screed application



Health & Safety

Shelf Life

Packaging

Coverage

DecFlex PU High Performance Constructive Grade Polyurethane
Waterproofing Membrane

Primer: La Flex PU single component flexible primer can used.

Coverage typically is 2.5 -3m²/kg per coat on concrete.

Top Coat: Coverage is 1.3kg/m² for 1mm thickness.

Above Coverages of the system includes Primer, Top Coat.
Heavy Duty applications include roof and podium slabs

Some people are sensitive to synthetic resins and solvents. So, 
gloves, barrier creams, protective clothing and eye goggles 
should be worn when handling these products. Do not use 
solvents. Should eye contamination occur, wash with plenty of 
clean water and seek immediate medical attention. Good 
ventilation must be ensured. Smoking is prohibited during 
use.

La DecFlex PU system has a shelf life of 09 months in 
unopened pack and to be kept in a cool dry storage. The 
containers should be tightly capped immediately after 
decanning the material required for application. Any delay in 
closing the container will harden the material 

Technical Properties

PROPERTY  UNITS  METHOD  TECHNICAL DETAIL

Color    Dark Grey & Sand Brown 

Solid Content % ASTM C836 > 71 ± 1.0

Density   1.30 ~1.40 @270C

Touch Dry   10-12 hrs

Full cure of the system  - 5-6 days 

Service temperature  0C  - - 40 to 80

Hardness  Shore A  ASTM D2240 / DIN 53505 / ISO R868  65 ± 5

Tensile strength at break @ 230C  MPa ASTM D412 / EN-ISO-527-3  2.5-3.0

Percent elongation @ 230C %  ASTM D412 / EN-ISO-527-3  > 350

Water vapour transmission  gr/m2.hr  ASTM E96 (Water Method)  0.8

Adhesion to concrete N/mm2 ASTM D4541  > 1.5

Anti-Root Resistance   Resistant

Crack Bridging   ASTM C836  Upto 2mm 

Pot life   - 45 min.

Light Foot Traffic  - 24 hr 

La DecFlex PU is available in 25kg pack.

01/24

Important: La Greens India Pvt. Ltd., products are guaranteed against defective materials and are sold subject to its standard terms and conditions of sale.  It is the Customer’s responsibility to satisfy 
themselves by checking with the Company whether the information is still current at the time of use. The customer must be satisfied that the product is suitable for the use intended. All products comply with 
the properties shown on current Technical Literatures.  However, La Greens India does not warranty or guarantee the installation of the products as it does not have any control over installation or end use 
of the product. All information and particularly the recommendation relating to application and end use are given in good faith.

Manufacturing Unit : 
Plot No.154, KIADB Indl. Area, 2nd Phase, 
Antharasanahalli, Tumkur - 572106, Karnataka

+91 80 4993 4734       
info@lagreensindia.com       
www.lagreensindia.com

Goligram, Guskara Road, Near R.S. Rice Mill,
Burdwan - 713 126. West Bengal.

La Greens India Pvt. Ltd.
#688, 2nd Floor, 6th Main, 3rd Block, BEL Layout, 
Vidyaranyapura, Bangalore-560 097


