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WATERPROOFING

FibreFlex 2K

Preparation
The surface of application must be thoroughly prepared by 
mechanical means, to remove all loose particles, laitance, etc.

Oil and grease, if any, must be de-greased with suitable 
solvents. It then must be washed off with jet of water and 
brought to touch dry state. Any surface undulations, cracks 
and crevices must be duly filled or repaired with cement sand 
mortar mixed with latex polymers.

Priming
To further improve waterproofing and bonding properties on 
porous substrates, we recommend La BrushSeal, a 
penetrating water repelling acrylic primer.  La BrushSeal which 
ensures proper adhesion of all brushable elastomeric 
membrane  when waterproofing is done on porous substrates.  
It also acts as a bond layer between elastomeric coating and 
substrate.

The surfaces to be primed must be dried before treating with 
La BrushSeal.

Mixing
La FibreFlex 2K polymer, Liquid is poured into a plastic or 
metal drum. Then mixing is started with a slow speed drill 
(350-450 rpm). The powder component is added gradually to 
the liquid avoiding lump formation and mixed for 2-4 minutes. 
Mix and use. More material should not be mixed than can be 
used within pot life. Re tempering with water should not be 
done. Keep on stirring during application.

Keep stirring La FibreFlex 2K during the application.

No mixing of water is recommended.

Application
It is important that any pipe inserts or sanitary fittings should 
have been fitted grouted with suitable products  before taking 
up the application.

Grout pipe inserts using La BorePack PG2 as grout.

It is mandatory that all works of plumbing and sanitation must 
be complete before taking up application of La FibreFlex 2K.
The surface of application must be pre-wetted thoroughly 
with water & brought to a touch dry state. Take up the first 
coat application with a stiff nylon brush. Work well  into the 
substrate, to ensure that all small undulations are completely 
filled with the coating.

6 to 8 hrs after completion of first coat, take up second coat 
application in a direction perpendicular to the first.

Complete the application and leave to air cure for 2 days. A 
moist hessian cloth can be kept over the coated surface to 
protect it from the effect of direct sunlight, in case of 
bathrooms and internal areas. Leave the coating without 
water curing for 2 days at least.

For vertical walls in bathroom ensure internal plaster level is 
sound and levelled mixed with La Hi-proof LW, Apply 2 coats 
of La FibreFlex 2K on all over or shower area, sprinkle the 
coarse, quartz sand while the second coat is still wet. This will 
provide key for subsequent tile adhesive materials.

General Waterproofing
General waterproofing is applied in areas exposed to foot 
traffic, it must be protected with a screed overlaid, during the 
application itself.

When the coating for internal walls of water tanks, after 
second coat sprinkle coarse sand on wet coating to facilitate 
plastering.

Subsequent Finishes
La FibreFlex 2K provides an aesthetically pleasing surface 
finish
texture depending on the method of application, and does 
not normally require any further surface finishes.

Cleaning
La FibreFlex 2K should be removed from tools and equipment 
immediately after use with clean water. Hardened material can 
be removed mechanically.

Acrylic Cementitious Flexible Waterproofing Coating

La FibreFlex 2K is a acrylic cementitious, polymer modified 
flexible waterproofing & protective coating composed of best 
quality Portland cement, properly selected & graded 
aggregates, additives & acrylic emulsion polymer as a binder. 
It is applied to waterproof and protect concrete and masonry 
substrates.

Elastomeric flexible coating that accommodate cracks up 
to 1 mm with an elastomeric

Excellent adhesion - Bonds to porous & non-porous 
surfaces

Excellent adhesion to concrete and masonry surfaces

Breathable-allows transmission of water vapour from
Interior of building

Excellent for concrete roof, leaking brick and masonry walls

Good resistance to Carbon dioxide and Chloride-ion diffusion

Excellent as a waterproof coating for bathrooms, kitchen 
sinks, balconies, etc.

Ideal as a coating for waterproofing of chhajjas, canopies, etc.

As waterproof coating on internal sides of domestic water tanks.

Can be applied over internal damp walls and concrete 
surfaces due to its excellent bonding.

Standard
Tested to ASTM D4541, ASTM D882, ASTM D 1653, 
ASTM D 570, ASTM C 836, IS 2645



Health & Safety

Shelf Life

Packaging

Precautions & Limitations

La FibreFlex 2K system is non-toxic but alkaline in nature. 
Gloves and goggles should be worn while handling. Any 
splashes on the skin or eyes should be washed off with clean 
water. In the event of prolonged irritation, medical advice 
should be sought.

Fire

La FibreFlex 2K system is non-flammableCoverage

La FibreFlex 2K  gives Approximately 16.5 – 17.5 m² / pack at 
1 mm thickness in 2 coats, depending on the level of the 
substrate.

Primer Coat La BrushSeal 8 - 10m2/ kg

Mixing Ratio : 1 (Polymer) : 3 (Water)

* On primed surface using La BrushSeal

Acrylic Cementitious Flexible Waterproofing CoatingFibreFlex 2K

Do not part mix. Mix the entire quantity of both the 
components at one go.

Do not dilute.

Always add powder to liquid to avoid lump formation.

Do not cure by flooding with water.

Cure the membrane with moist hessian cloths.

Pond test for water tightness shall be carried out only after 
seven days of complete and proper curing

The Powder component may be stored for upto 12months 
when contained in its original sealed packing.

The Liquid component may be conserved for upto 18months 
when contained in its original sealed packing.

Store La FibreFlex 2K material in a Dry Place.

Technical Properties

The company provides a technical advisory service supported 
by a team of specialists in the field.

Nature and type  2 component
 (1 Part Polymer & 2 Part Powder)

Tensile Strength  > 1.3 N/mm²

Elongation  > 50%

Wet density of the mix  1.65 – 1.75 gm/ml

pH of the mix   10.0 – 12.0

Pot life of the 40 minimum 
mix @300C in minutes  

Water permeability Excellent – no leakage
 observed after 24 hrs

Resistance to positive  5 Bar
water pressure (DIN 1048)

Colours  Grey

La FibreFlex 2K   :  30kg 
(FibreFlex Powder Component :  20kg + 
Liquid Polymer Component   :  10kg)

La BrushSeal  :  10kg & 20kg
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Important: La Greens India Pvt. Ltd., products are guaranteed against defective materials and are sold subject to its standard terms and conditions of sale.  It is the Customer’s responsibility to satisfy 
themselves by checking with the Company whether the information is still current at the time of use. The customer must be satisfied that the product is suitable for the use intended. All products comply with 
the properties shown on current Technical Literatures.  However, La Greens India does not warranty or guarantee the installation of the products as it does not have any control over installation or end use 
of the product. All information and particularly the recommendation relating to application and end use are given in good faith.

Manufacturing Unit : 
Plot # AM-5, 1st Stage, Sompura Ind. Area, Dabaspet, 
Nelamangala Taluk, Bangalore (R) (Dist.) - 562 111

+91 80 4993 4734       
info@lagreensindia.com       
www.lagreensindia.com

Goligram, Guskara Road, Near R.S. Rice Mill,
Burdwan - 713 126. West Bengal.

La Greens India Pvt. Ltd.
#688, 2nd Floor, 6th Main, 3rd Block, BEL Layout, 
Vidyaranyapura, Bangalore-560 097


