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WATERPROOFING

Roll Size : 10m x 1m x 2mm thickness, 
Weight: 1.8 to 1.9kg/m²

LG Self GXL-200

Preparation
The application temperature should be between 5°C to 55°C. 
Application procedure may vary slightly from site to site. 
Follow the recommended guidelines for application of 
self-adhesive waterproofing system:

Substrate preparation: The substrate must be smooth, clean, 
and free from oil/grease and defects. Existence of such 
irregularities in the substrate might damage the membrane. 
Use a wire brush or broom and remove dirt, dust or any other 
contaminants.

Priming: Apply La LG Bitumen Primer on the substrate and 
allow it to dry. Prime only the area which will be covered by 
the membrane in a working day. The areas which are not 
covered with the membrane within 24 hours of the application 
of the primer need re-priming. The primer should be applied 
by brush or roller at a rate of 0.3~0.4 Ltr/m² depending on the 
porosity of the surface. Metal or plastic surface require no 
priming.

Laying of Membrane: Use cement mortar or bitumen mastic 
to fill all the angles. Use strips of Self DR membrane to 
prepare angles, edges, corners, roof penetrations, horizontal 
joints for reinforcement and better adhesion of the 
membrane. Slowly and bit by bit peel back the release film 
over a width of about 30cm. at the start of the membrane. Lay 
the adhesive side on the substrate and press it into contact. 
Uniformly peel back the release film further and 
simultaneously press the membrane firmly against the 
substrate using a cloth or soft brush starting at the centre and 
going towards the edges so as to impede the formation of 
bubbles leaving the last 100mm unstuck. Lay a 200mm wide 
strip of Self DR on the substrate and align it with La LG Self 
GXL-200 so, that the unstuck portion can be sealed with Self 
DR strip after the removal of the release films. 

Adjacent rolls are aligned and overlapped with a minimum of 
50mm on the sides and 100mm at the ends. Use a rubber 
roller to firmly press the overlap after removing the silicone 
release film. Bitumen mastic to mastic seal is provided on all 
the overlaps to give leak-proof joints. La LG Self GXL-200 
membrane should not be applied at a temperature below - 
5°C. It should not be exposed to weathering and demands 
suitable protection.

Self-adhesive Bituminous Waterproofing
Membrane with Geotextile

La LG Self GXL-200 is SBS Polymer modified self-adhesive 
water-proofing membrane. The bitumen compound. It is 
equipped with 250 gsm non-woven polyester on its upper 
side as protection layer and a detachable silicone film on the 
underside and selvedge.

La LG Self GXL-200 It is equipped with 250 gsm non-woven 
polyester on its upper side as protection layer and a 
detachable silicone film on the underside and selvedge. Recommended Applications

Cold applied, no heating required

Combines waterproofing and protection

High puncture and tear resistance

Great flexibility, takes the contour of the surface easily

Effective barrier for both water and vapor

Absorbs substrate movement

Does not contaminate ground water, is non-biodegradable

Waterproofing where high puncture resistance is required

Waterproofing of structural concrete

Waterproofing and protection of underground structures

Waterproofing of under-layer of roof gardens

Waterproofing of swimming pools, tunnels, parking decks, etc.

The rolls must be stored vertically in a covered area. Do not 
expose the rolls to direct sunlight, UV and other sources of 
heat. The product is best used within 12 months from the date 
of production. Excessive exposure to sunlight and UV may 
subsequently lead to the deterioration of the product quality.

Coverage (subject to surface condition):

La LG Self GXL-200: Flat Areas: 1.1m²/m² (Approx.) Per layer 
with min. 50mm Overlaps and min. 100mm end laps.
Average wastages: 2-3%.

La LG Bitumen Primer: Smooth Surface: 0.3-0.4 Ltr/m² 
(Approx.) Will give a dry film thickness of 100 microns.

* Plus or Minus variation in the weight is possible within Acceptable limits



Health & SafetyPrecautions & Limitations

La LG Self GXL-200 membranes are packed in loose 
corrugated boxes so as to avoid any damage resulting from 
transit or on-site storages. Avoid puncturing or damaging the 
membranes by not keeping them in close proximity with any 
sharp protruding edges when storing on site

Presence of sticky compounds in La LG Self GXL-200 
membranes can make it stick to the human skin. Use a soft 
cloth dipped in a suitable cleaner to remove the same.

Self-adhesive Bituminous Waterproofing Membrane with GeotextileLG Self GXL-200

Technical Specification

All values given are subject to 5-10% Tolerance

Physical Properties    Typical Value Standard 

Coating asphalt Rubber modified self-adhesive asphalt -

Top surfacing Geo textile -

Softening point ( °C ) 105±5 ASTM D-36

Penetration @25°C ( dmm ) 45±5 ASTM D-5

Low temperature cold flexibility ( °C ) ≤-10 ASTM D-1970

Heat resistance @ 80°C No flow ASTM D-5147

Tensile strength ( L/T ) ( N/5cm ) 400/300 ASTM D-5147

Elongation with reinforcement + Geo( L/T ) ( % ) 40/45 ASTM D-5147

Tear Strength ( L/T ) ( N ) 300/250 ASTM D-5147

Puncture resistance ( N ) > 400 ASTM E-154

Hydrostatic pressure @ 5bar ( 50m ) No Leakage BS EN 12390 (part 8)

Adhesion strength ( N/mm ) 1.8 ASTM D-1000 
Primed Surface

Thermal ageing No deterioration ASTM D 5385 
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Important: La Greens India Pvt. Ltd., products are guaranteed against defective materials and are sold subject to its standard terms and conditions of sale.  It is the Customer’s responsibility to satisfy 
themselves by checking with the Company whether the information is still current at the time of use. The customer must be satisfied that the product is suitable for the use intended. All products comply with 
the properties shown on current Technical Literatures.  However, La Greens India does not warranty or guarantee the installation of the products as it does not have any control over installation or end use 
of the product. All information and particularly the recommendation relating to application and end use are given in good faith.

Manufacturing Unit : 
Plot No.154, KIADB Indl. Area, 2nd Phase, 
Antharasanahalli, Tumkur - 572106, Karnataka

+91 80 4993 4734       
info@lagreensindia.com       
www.lagreensindia.com

Goligram, Guskara Road, Near R.S. Rice Mill,
Burdwan - 713 126. West Bengal.

La Greens India Pvt. Ltd.
#688, 2nd Floor, 6th Main, 3rd Block, BEL Layout, 
Vidyaranyapura, Bangalore-560 097


